
Installation Instructions for Clareo Wall
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Please read all instructions prior to installation and keep for future reference!
1. Product to be installed by a qualied electrician.
2. Prior to installation ensure power is off at fuse box to prevent electrical shock. 
3. Use only with Class 2 LED Driver. Utiliser seulement avec la classe 2 unite d’alimentation electrique.

Clareo Wall - Installation Instructions 
Models CLSW-XX, & CLQW-XX

1

1.1 From the back of the fixture, remove the 2 screws from the 
      mounting bracket. Then carefully remove the mounting bracket.
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screw

backplate

2

2.1 Connect the white (neutral) & black (hot) LED driver wires to the
       white & black power wires (120VAC).

2.2 Place LED driver into the junction box.

3

3.1  Line up the mounting bracket to the junction box, and secure 
       using the provided screws.

3.2 Connect the ground in accordance with local electrical codes.
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4

4.1  Connect +24 VDC red wire from the fixture to the LED driver 
       +24 VDC red wire with a wire nut. Connect -24VDC black wire
       from the fixture to LED driver -24VDC black wire with a wire
       nut.
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5

5.1 Insert the fixture wire nut connections into the junction box.

5.2 Align the fixture to the mounting bracket & secure by using the fixture screws. Fixture can be mounted in a horizontal or vertical position.
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1. Product to be installed by a qualied electrician.
2. Prior to installation ensure power is off at fuse box to prevent electrical shock. 
3. Use only with Class 2 LED Driver. Utiliser seulement avec la classe 2 unite d’alimentation electrique.
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