Kurba Large Vertical Black Lens

Flexible LED strip - 24 VDC
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Features

Technical Information

Applications
Outdoor wet location

Kurba large Vertical with Black Llens is a sleek, direct view, all black profile and lens that
keeps the sfrip concealed in the off-state. Suitable for wet locations and capable of vertical /
top bends up to 6" radius. Built with robust factory made power feeds or joiners, Kurba Large
Vertical with Black Lens mounts fo a specifically designed aluminum extruded channel.

Dimming
low voltage dimmer and class 2

GUS

Operating Voltage dimming power supply required LISTED
24VDC Approvals RoHS
Operating Temperature Class 2 wet listed, IP67 C€
-4A°Fto 113°F ((20°C to 45°C) Warranty

Average Life 3 years

50,000 hours

D

Constraints Power Feed Locations

Bend Direction Section Start

Model KBL-F-V-BL CCT INFO / Bend LED in these positions only to avoid damage End PF
LUMEN MULTIPLIER i N
Side PF ===
LEDs/ft 38 Color Multiplier 6" radivs -
Temperature | (ref. -3000K) _ minimum / Bottom PF
. >
Light Output at 3000K 38 Im/ft 2200K 0.98 \ ,.”
A;’i':“QE Power Consumption 3.7 W/kt 2400K 1.00 llluminated surface shown in gray oy
¢ 2700K 1.03 Prohibited Bends
Twisting or bending LED in these positions will cause damage
Ordering Increment 2.19" 3000K 1.00
Maxi Run Lenath 3500K 1.08
aximum Run Leng /
(In Series) 25 4000K 1.10 Bottom PF
llluminated surface shown in gray Side PF \\@,‘
Note: for horizontal bends refer to Luminii KBM series )
Do not make sharp bends near the endcap
End PP section End
Section Start/End Power Feed Options
Injection Molded End Cap (IEC) Injection Molded Bottom Power Feed (IBPF)
" ACTUAL LENGTH " ACTUAL LENGTH
TOOS + C1u G TOO5 + —
. ] i , T v
0.69" 0.75" AT
I 150
Hoos: 043" 0 +040"
Section Start, Section End, 047 - 008" Section Start Section End ‘
End C End C . ection Start, ection End,
ne -ap ne ~ap 035 Bottom Feed Bottom Feed U ‘
1.18"
Injection Molded End Power Feed (IEPF) Injection Molded Side Power Feed (ISPF) l
77 ACTUAL LENGTH 4T 065" T— ACTUAL LENGTH ﬁ L o L 0.59"
[, ﬁ I / ] ﬁ Anti-Wicking
i ) " = 2 Ferrul
i I~ ~ Included on every power
L0654 l—“LL " u B \ feed wire. For protection
045 020 045"+ 071" + 008 055" +—+ . |
against water ingress
Section Start, Section End, Section Start, Section End, from inside of wire.
End Feed End Feed End Feed End Feed IBPF shown for reference.
Ordering Code
MODEL CCT SECTION START SECTION END ACTUAL LENGTH
KBL-F-V-BL-Kurba Large, Flaf, 22K-2200K IEPF - Injection Molded End power feed (9" wire lead) IEPF - Injection Molded End power feed (9" wire lead) See Power Consumption table on page 3 for
Vertical /Top Bend, 24K-2400K IBPF - Injection Molded Bottom power feed (9" wire lead)' IBPF - Injection Molded Bottom power feed (9" wire lead)' available lengths
Black Lens 27K-2700K ISPF - Injection Molded Side power feed (9" wire lead)'? ISPF - Injection Molded Side power feed (9" wire lead)'-?
30K-3000K IEC- Injection Molded End cap IEC- Injection Molded End cap
35K-3500K
40K -4000K

1 - 68 weeks lead time. Kurba injected-molded orders are non-cancellable. IEPF, IBPF, ISPF cannot be mixed and matched from Start to End except with [EC
2 - ISPF Side power feeds selected for both Section Start and End will be located on the same side of the strip.
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Mounting Accessories & Optional Connectors

MC-NFS-KBL-F-V-78
Mounting Channel with Grip, 78"

©0.16 04"+ L0112

Aluminum mounting channel providing grip. For use
with light strip mounted to the ceiling.

MC-BNS-KBL-F-V-34
Bendable Mounting Channel with grip, 34"

ol?(a',‘ r/

Bendable stainless steel mounting channel providing
grip. For use with light strip mounted to the ceiling.

MB-KBL-F-V-ST
Mounting Bracket with Grip

g
0.70" |
OAS% > T
0.80" \/0'80
+ 40° 79"
) (@D
20.16 Load Loror

Aluminum mounting bracket providing grip. For use
with light sfrip mounted to the ceiling. 1 recommended
every 8 in.

LVSP-WET
Splice Box

Wet rated, low voltage splice box, gray.

MC-FS-KBL-F-V-78
Flanged Mounting Channel with grip, 78"

40" 79"

| I
-

L

@0.16 +04"+ —0.112"

Flanged aluminum mounting channel providing grip.
For use with light sfrip mounted to the ceiling.

LVSP-WET-CM
Connector

Low voltage splice box wet cable management, gray.
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Power Consumption Per Fixture Length

Based on operation with PDCU series of power supplies. Use Acutal Length for Order Code Entry
Tolerance for Actual Lengths less than 6 ftis +/-0.2", Actual Lengths between 6 ft and 16 ftis +/-0.3", and Actual lengths greater than 16 ftis +/-0.6"

Actual Length (in) Actual Length (in) Actual Length (in) Actual Length (in)

. IEC . IEC . IEC . IEC
Nominal W IEPF |EC 1BPF Nominal W IEPF |EC |BPF Nominal w |EPF IEC |BPF Nominal w |EPF |EC

Length (in) EPF IEPF | IBPE | Length (in EPF IEPF | IBPE Length (in EPF IEPF | IBPE Length (in IEPF IEPF | IBPE
3 - - - - 80 241 791 79 789 (13156 475 1557 1556 1555 233 708 232.3 2321 232
5 - - - - 81 248 81.3 812 811 158 48] 157.9 157.8 1577 235 715 2345 2343 234.2
7 21 7 68 67 (784 255 835 834 833 160 488 160.1 160 159.8 237 | 721 2366 2365 236.4

Q 2.8 9.1 9 8.9 86 261 | 85.7 | 85.6 85.5 162 49.5 1 162.3 | 162.1 | 162 |(20f) 239 72.8 | 238.8 | 238.7 238.6

(M1 35 1.3 | 11.2 | 111 88 268 | 879 878 877 165 50.1 | 164.5  164.3 164.2 241 735 241 | 240.9 | 240.8

14 4.1 13.5 134 | 133 90 27.5 | 90.1 90 89.8 167 50.8 | 166.6 | 166.5 | 166.4 243 74.1 | 243.2 | 243.1 243

16 48 | 157 | 15.6 @ 15.5 92 28.1 | 923 @ 92.2 92 [(14f)169| 51.5 | 168.8 | 168.7 | 168.6 246 74.8 | 245.4 | 245.3 | 245.1

18 551179 | 17.8 | 17.7 95 288 | 94.5 943 94.2 171 52.1 171 | 170.9 170.8 248 755 | 247.6 | 247.5 | 247.3

20 6.1 | 20.1 20 19.8 | (8f)97 295 96.6 | 96.5 | 96.4 173 52.8 1173.2 | 173.1 | 173 250 76.1 | 249.8 | 249.6 | 249.5

22 6.8 | 22.3 | 22.2 22 99 30.1 | 98.8 | 98.7 | 98.6 176 53.5/175.4 175.3 175.2 (21f)252 768 252  251.8 251.7

224 | 75 | 245 | 243  24.2 101 30.8 | 101 | 100.9 | 100.8 178 54.1 1 177.6 | 177.5 177.3 254 775 | 254.1 | 254 | 253.9

27 8.1 26.6 265 26.4 103 315 103.2 103.1 103 (15f)180| 54.8 | 179.8 | 179.6 179.5 257 78.1 | 256.3 | 256.2 | 256.1

29 88 | 28.8 | 28.7 | 28.6 106 32.1 | 105.4 | 105.3 | 105.2 182 555 182 | 181.8  181.7 259 /8.8 | 258.5 | 258.4 | 258.3

31 9.5 31 30.9 | 30.8 (9f]108 32.8 | 107.6 107.5  107.3 184 56.1 1 184.1 | 184 | 183.9 261 79.5 | 260.7 | 260.6 260.5
33 10.1 | 33.2 | 33.1 33 110 33.5 | 109.8 | 109.7 | 109.5 187 56.8 | 186.3 | 186.2 | 186.1 (22f) 263 80.1 | 262.9 A 262.8 262.6
(3f35 | 108 | 354 | 353 | 35.2 112 341 112 | 111.8 1117 189 575 188.5  188.4 188.3 265 80.8 | 265.1 265 | 264.8
38 115 376 375 373 114 348 1141 114 | 113.9 (16f) 191 58.1 | 190.7 | 190.6  190.5 268 81.5 | 267.3 | 267.1 | 267
40 121 | 39.8 | 39.7 395 116 355 116.3  116.2  116.1 193 58.8 | 192.9 192.8 192.7 270 82.1 | 269.5  269.3 269.2
42 128 | 42 41.8 417 119 36.1 | 118.5 | 118.4 | 118.3 195 50.51195.1 | 195 | 194.8 272 82.8 | 271.6 | 271.5 | 271.4
44 13.5 | 44.1 44 43.9 (10f)121] 36.8 | 120.7 | 120.6 | 120.5 198 60.11197.3 | 197.1 | 197 274 83.5 | 273.8  273.7 273.6
46 14.1 | 46.3 @ 46.2 46.1 123 37511229 | 122.8 | 122.7 200 60.8 | 199.5 | 199.3 | 199.2 (23f) 276 84.2 | 276 | 275.9 275.8
[4f49 | 148 | 48.5 | 48.4 483 125 381 125.1 | 125 124.8 202 61.5 | 201.6 | 201.5 | 201.4 279 84.8 | 278.2 278.1 278
51 155 50.7 @ 50.6 50.5 127 38.8 1 127.3 127.1 | 127 |(17f)204| 62.1 | 203.8 | 203.7 | 203.6 281 855 | 280.4  280.3 280.1

53 16.1 | 529 | 52.8 527 130 3951 129.5  129.3  129.2 206 628 | 206 | 205.9 205.8 283 86.2 | 282.6 282.5 282.3

55 16.8 | 55.1 55 54.8 (11132 40.1 | 131.6 131.5 1314 208 63.5 | 208.2 | 208.1 | 208 285 86.8 | 284.8  284.6  284.5
57 175 57.3 | 57.2 57 134 40.8 | 133.8 | 133.7 | 133.6 211 64.1 | 210.4 | 210.3 | 210.2 (24f) 287 87.5 | 286.9  286.8 286.7
(560 | 18.1 | 59.5 | 59.3 | 59.2 136 415 136 | 1359 135.8 213 64.8 | 212.6 | 212.5 2123 289 88.2 | 289.1 | 289 | 288.9
62 188 61.6 615 61.4 138 42.1 1 138.2 | 138.1 | 138 (18f]215 655 | 214.8 | 214.6 214.5 292 88.8 | 291.3 | 291.2  291.1

64 195 63.8 63.7 63.6 141 42.8 | 140.4 | 140.3  140.2 217 66.1 | 217 | 216.8 | 216.7 294 89.5 | 293.5 | 293.4 | 293.3

66 20.1 66 65.9 | 65.8 143 43.5 | 142.6 | 142.5 1423 219 66.8 | 219.1 | 219 | 218.9 296 Q0.2 | 295.7 | 295.6 295.5

68 208 | 68.2 | 68.1 68 |(12f)145 44.1 | 144.8 | 144.6 144.5 222 6751 221.3 | 221.2 221.1 298 Q0.8 | 297.9 297.8 297.6

70 215 704  70.3 70.2 147 448 | 147 | 146.8 146.7 224 68.1 | 223.5 | 223.4 | 223.3 |(25) 300 91.5  300.1 300 | 299.8

6M73 | 221 | 72,6 | 725 | 723 149 455 1149.1 | 149 | 1489 226 68.8 | 225.7 | 225.6 | 225.5

Note: all values are rounded to the nearest 0.1 inch

75 228 | 748 | 747 745 152 46.1 | 151.3 | 151.2 | 151.1 (19228 69.5  227.9  227.8 227.6

77 235 77 76.8 76.7 154 46.8 | 153.5 | 153.4 | 153.3 230 70.1 1 230.1 | 230 | 229.8

Injection Molded Injection Molded Injection Molded Injection Molded
End Cap (IEC) Bottom Power Feed (IBPF) Side Power Feed (ISPF) End Power Feed (IEPF)
TT 008" ﬁ 008" T_T 0.20"

l—LO'AS"
Actual Length™
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Actual Length™ 1 055" Actual Llength™
TActual length™
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Power Supplies

See Power Supply instructions and spec sheet for wiring information. For a complete list of compatible dimmers, see Compatible Dimming Chart on the Resources page.

Universal Power Supply 1% 120VAC - 277VAC

T foaimer PDCU-W/PDCU-D

MODEL POWER QUTPUT ° { ‘ °
DIM- e o
- - DIM + ° °
PDCU-D - IP20 Dry Series 30 - 30W 24 - 24VDC LineLED : .
60 - 60 W 24V DC+ |
96 - 96 W OD.oD.Dﬁ Neutral
u] =@ Ground
3X96 - 3X96 W / 24v b —2 Load
PDCU-W - IP66 Wet Series 96 - 96 W
3X96 - 3x96 W
MODELS PDCU-W PDCU-W PDCU-D PDCU-D PDCU-D PDCU-D
96W 3X96W 3ow 60W 96W 3X96W

O-10V dims down to 1%, MLV/ELV/TRIAC dims down to 1%.
For a complete list of compatible dimmers, see Compatible Dimming Chart on Length 8.66" 11.85" 6.10" 7.93" 8.25" 9.57"

the Resources page.

Width 3.73" 4.32" 3.35" 3.35" 4.10" 5.94"
Depth 1.61" 1.81" 1.33 1.32" 1.56" 1.13"
Load
To 0-10v Dimmer Ground
(if applicable) | [ ® Nevtrdl
DIM - | |
0-10V Dimming Power Supplies 0.1% 120VAC - 277VAC . E{ PSO10V-96 B
MODEL POWER OUTPUT DIMMING DIM + T I 24V DC+
e b+ o
|| || || outpuT 28VDC iiEp
0-10 controller wires to the next LED Driver
PSOT0V - 0-10V Power Supply 96 - 96 Watt 24 -24VDC LN - linear
dims down to 0.1% 3X96 - 3 X 96 Watt LOG - Logarithmic
PSO10V-3X96
To 0-10v Dimmer
MODELS 96W 3X96 (if applicable) . o .
f—y Load INPUT
Length 14.40" 15.75" DIM - :: ﬁ:‘::‘:l :I 120 - 277VAC
Width 5.20" 6.62" DIM + 2av e+
1at : : LineLED
Depth 2.60" 4.95" ourRUT -
0-10 controller wires MM LinelED

to the next LED Driver 24V DC-

24V DC+
L

P 96W M
per tern‘:i’r(lcl

:_ - 24v DC-
Triac, MLV, & ELV Compatible Dimmers
PDC
MODEL POWER OUTPUT MODELS 96W
| - | | - | Length 8.25" LinelED
24V DC+
PDC - (IP20] Power 96 - 96 Waits 24 -24VDC Width 4.10" Noutrel e— o oMl
Supply Load =~ @ 24V DC- \
Depth 1.56" To 0-10V Dimmer
(if applicable)

4 6 REV1.102062024 *LUMINII RESERVES THE RIGHTS TO CHANGE SPECIFICATION & INSTRUCTION WITHOUT NOTICE WwWWw.luminii.com T: 224-333-6033
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Power Supplies

See Power Supply instructions and spec sheet for wiring information. For a complete list of compatible dimmers, see Compatible Dimming Chart on the Resources page.

DMX Dimming Power Supplies 120VAC - 277VAC MODELS 96W 3X96
MODEL POWER ouTPuT Length 14.40" 15.75"
|-| |-| | Width 5.20" 6.62"
DMX Power Supply 96 - 96 Watt Depth 2.60" 4.95"
PSDMX - dims down to 0% 3X96 - 3 X 96 Watt 24-24V0C
Features eldolED’s LINEARdrive configurable dimmable drivers
PSDMX-3X96
To Controller =]
O 0 Load :| INPUT
=8 Ground
toad o e— N:::‘al 120 - 277VAC
Ground :| II’;%UL”VAC . B B B B
To Controller I [ ° Nevtrel DMX cables R
[P S——— (For DMX cable, use G RGBW
oy o : : Belden 9829, 9842 8
e PSDMX-96 || or CATS shelded N
cables UL twisted pair cabling or N e P P
1ForBD‘V\(§1X Cg;‘zeo’ T Ix G slws equivalent) 9
USSBASQ enCATS ' ow Dynamic white lineLED
or - @—
shielded twisted $ Il-oﬂl)h;:;::: . s 5 -
pair cabling to the next RGBW 96 W max = D D.D.DU‘D oo D lineLED
or equivalent) N
LED Driver 96 W max per terminal block
DALI 0% Dimming Power Supplies 120VAC - 277VAC Model 96W 3X96
MODEL POWER OUTPUT Length 14.40" 15.75"
|-| |-| | Width 5.20" 6.62"
DALl Power Supply 96 - 96 Wait Depth 2.60" 4.95"
PSDAU - dims downto 0% 3X96 - 3 X 96 Watt 24-24vDC
Features eldolED’s LINEARdrive configurable dimmable drivers
PSDALI-3X96
To Dali
controller 0—@—@ Load eur
g Load DIM - =9 Ground :I 120 - 277VAC
e =] T — et
controller Neutral DIM + 2avDer
[] LineLED
24v DC-
PSDALI-96 B OouTPUT D 28vpes
T Dali controller wires LinelED
1 24V DC+ to the next LED Driver |:| 24V DC-
Dali cg\ltjlplll:: wires | b Mol ° s 2\ 96W Max
to the next LED Driver ® ® 24VDC L oew :_ -7 e o Jp—_- per terminal
ine max ﬁi -
Enlighted Enabled Dimming Power Supplies 120VAC - 277VAC
MODEL POWER OUTPUT DIMMING LOCATION
| A I 1 —t
: : : : I—. Ground
Neutral
PSV - PSV Series 96 - 96 Watt 24 - 24VDC  ENL - Enlighted Dimming D - Damp
dims down to 0% : i
H PSV-96-24-ENL-D B
Model 96W [ . |
Enlighted I I 24V DC+ \
Length 14.40" Sensor Unit B M
24V DC- \
Width 5.20" lineLED 96 W max
Depth 2.60"
516 REV1.102062024 *LUMINII RESERVES THE RIGHTS T HANGE SPECIFICATIO INSTI ON WITHOUT NOTICE w.luminii.com T: 224-333-60
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Power Supplies

See Power Supply instructions and spec sheet for wiring information. For a complete list of compatible dimmers, see Compatible Dimming Chart on the Resources page.

Non-Dimming Power Supply 120VAC - 277VAC

MODEL POWER OuTPUT DIMMING

LOCATION

PSV-PSV Series 96 - 96 Waitt

24 -24VDC  ND - Non Dimming D -

Damp

MODELS 96W
Length 14.40"
Width 5.20"
Depth 2.60"

To on/off Switch
p—) Load
Ground INPUT
I ’:. Neutral 120-277VAC

PSV-96-24-ND-D B

24V DC+
7 ™), linelED 96 W max

|

24V DC- \
S TRO
”ll\“ LU N ®
Luminii is a Lutron OEM Advantage Partner
Lutron Power Supplies 1%
ppiies 1% L3DA4U1UKL-CV240
To2-wire [ — O
MODEL MODELS  L3DA4U1UKL-CV240 Load dimmer LineLED
Ql
L3DA4U1UKL-CV240 2avoe
h 498" Neutral
Hilume™ 1% EcoSystem Voltage LED driver aadt :
4OW mox Ground
Width 4.00"
Depth 2.62" 2
E1 E2 To EcoSystem
(Purple) (Purple) Digital Link
e TRO
wy LU N®
Luminii is a Lutron OEM Advantage Partner . Load
Lutron Power Supplies 0.1% (Purple) I Cround
. ‘o
E2 ’ﬁ I
(Purple) - >
MODEL MODELS L3DO
To EcoSystem L3D0-96W24V-U
L3D0-96W24V-U Length 10.50" Digital Link
° ® LinelLED
Hilume™ 0.1% EcoSystem Voltage LED Driver with Soft-On, Fade-to-Black™ Width 5.50" | 24V e
Q6W max o "ol
Depth 2.00" 24V DC- !
In-Ground Power Supplies (if applicable)
Neutral
MODEL POWER OUTPUT INPUT —
Load
|'| || |'| |'| LINE VOLTAGE INPUT g 1G-CVE-96X2-24 ﬂ
120V AC
IG-In ground CVE Series  CVE - ELV Dimming ~ 96X2 - 2X 96 Watt 24 - 24VDC  Blank - 120V
ALl - ¢ldolED Dali 277 - 240/277V
dimming
Both dims down to 0% 24V DC- | 24V DC+
o bt
MODELS Dual lineLED 96 W max
Circuit
Length 8.40"
Width 8.30"
Depth 8.10"
I RESERVES THE RIGHTS TO CHANGE SPECIFICATIC INST ITHOUT NOTICE www.luminii.com T: 224-333-6033
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