
Ordering Code

Product Specifications

4 - Lumen 5 - Color

4 - Feed Cable

3 - CCT

 01 . White

 02 . Black

 03 . Clear

 XX . Custom

 10 . 1000

 15 . 1500

 A90 . 93+ CRI 

 Accuracy Module

SAMPLE:  Fixture 693 - A90 - 27 - 10 - 52 | Driver 951 - 02 - 01 - 03 - STD - 120 - A90 - 07

*1 120V only

*2 requires square canopy

*3 remote mount

*4 not available with ELDO, Lutron or DMX

27 . 2700K

 30 . 3000K

 35 . 3500K

 40 . 4000K

LETO 10 - Pendant LED Light. Leto 10 is an individual canopy-mounted pendant, with graceful downward flowing lines. This LED fixture creates an even, 

accented glow adding a touch of aesthetics to any space.

2 - LED 1 - Canopy Style 2 - Canopy Color

 951 . Round

 952 . Square

6 - Voltage5 - Driver Dim Level Dim Level

 120 . 120V

 277 . 277V

 347 . 347V*4

7 - LED 8 - Lumen

Same as Fixture Same as Fixture

Fixture

Driver

693
1 2 3 4 5

1 - Model

693 . Leto 10

Project : 
Quantity :

Type : 
Notes :   

 01 . White

 02 . Black

 08 . Silver

 01 . White

 02 . Black

 08 . Silver

 52 . Mocha

 53 . Charcoal

 54 . Cerulean

 55 . Firebrick 
 XX . RAL

 52 . Mocha

 53 . Charcoal

 54 . Cerulean

 55 . Firebrick 
 XX . RAL

Standard StandardPremium Premium

1 2 3 4 5 6 7

--
8

--

3 - Suspension (6’ incl.)

00 . Feed Cable  STD . Non Dimming N/A

 LCS . 0 - 10 Volt Protocol 1%

 DIM . Phase*1 1%

 ELDOLC . EldoLED 0 - 10 Volt*2 0.1%

 DALI . Dali Protocol*2 0.1%

 LUTES . Hilume Ecodigital*2 1%

 LUT2W . 2 Wire for phase*1/2 1%

 CSMB . Casambi Wireless Control*3
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Construction / Finish
• High quality, scratch resistant powder coated finish in standard, 

premium or custom colors 

• Aluminum body with acrylic shade

• Made in Canada

Installation

Dimensions

• The included canopy fits on a standard junction box

• Electrical feed cable included

• Feed cable is adjustable on site

13.1”
[333mm]

6.0’
[1.83m]

Ø3.0”
[76mm]

Ø5.17”
[131mm]

2.36”
[60mm]

Feed Cable

Canopy / Suspension

Drivers mounted in the Round Canopy: STD, LCS, DIM
Drivers remote mounted: ELDOLC, DALI, LUTES, LUTW2, CSMB  

Drivers mounted in the Square Canopy: STD, LCS, DIM, ELDOLC, DALI, LUTES
Drivers remote mounted: CSMB  

Round Canopy: W - Ø5.17” [131.24 mm] / H - 2.36” [60mm]

Square Canopy: W/L - 5.67” [144mm] / H - 2.28” [58mm]
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