
LineLED 24V - Installation Instructions
Models LLDW60X2 WET-T
Please read all instructions prior to installation and keep for future reference!

1. PRODUCT SHOULD BE INSTALLED BY A QUALIFIED ELECTRICIAN
2. ENSURE POWER IS OFF AT FUSE BOX PRIOR TO INSTALLTION TO PREVENT 

ELECTRICAL SHOCK.
3. USE ONLY WITH CLASS 2 POWER UNIT

4. SUITABLE FOR DAMP LOCATIONSFPO
5. FOR UNDER CABINET OR SHELF MOUNT
6. CONFORMS TO UL STD 2108. CERTIFIED TO CSA 

STD C22.2 NO.250.0.
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*LUMINII RESERVES THE RIGHTS TO CHANGE SPECIFICATION & INSTRUCTION WITHOUT NOTICE

1

1.1 Clean the area thoroughly where the lineLED will be installed. Remove the paper backing from the lineLED and firmly press down making sure there are no air 
bubbles that can cause surface irregularities. Do not remove the adhesive, removing the adhesive may cause arcing of the lineLED tape.

1.2 If necessary, add a mounting clip every 12” for additional support.

NOTE: Avoid bending the lineLED in 

sharp, horizontal angles. Doing so can 

cause damage to the LEDs. 1.1

adhesive

paper backing

mounting clip

lineLED
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Wiring Diagrams

+
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(For DMX cable, use 
Belden 9829, 9842 

or CAT5 shielded 
twisted pair cabling or 

equivalent)
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Using warm dim LED power supply

Using tunable white LED power supply
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