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NITELIGHT TM High Performance LED Fixture

NITELIGHT™ is a high performance LED fixture suitable for use in closets, under cabinets, and in shelving. NITELIGHT™ has a 
built-in motion sensor that activates the light without the need for a wall switch or control system.

• Standard Color Temperatures: 2000K, 2400K, 2700K, 
3000K, 3500K, 4100K, 6000K, Amber

• Max Run Lengths: 20.00’ (with 3.0W) & 40.00’ (with 
1.5W)

• Motion Sensor activation

• Multiple options for shut off time: 10, 20, 30, 45, 90 and 
120 seconds

• Add-on up to 2 additional fixtures in line with the first motion 
sensing fixture

• 3 second fade on

• 3 second fade off after dwell time

ELECTRICAL PHYSICAL

Lumens 199 lm/ft Operating Temperature – 40° C (–40°F) to +40°C (+104°F)

Power Consumption 1.5W/ft, 3.0W/ft Environment IP40 - Dry Location

Wire Size 18AWG, 2 wire Maximum Run Length 1.5W - 40.00'
3.0W - 20.00'

Certification ETL - UL Std. 153; Certified to CSA Std.
C22.2 No. 9.0.
Closet Rated - Suitable for installation in the storage area of a 
clothes closet.

Dimensions (WxH) Corner: 0.63" x 0.63"
Flat: 0.68" x 0.34"

PERFORMANCE ACCESSORIES

CRI 90+ Driver PI-Series (pg.6)

Lumen Maintenance 50,000 HOURS Mounting Clips Flat; Corner (pg. 5)

Binning Tolerance +/- 100K

Warranty 5 YEARS

Technical information

Ordering code

MODEL SENSORS FEED THROUGH CHANNEL TYPE COLOR WATTAGE LENGTH

NL – MN010 – Y – CO – 20 – 15 – 12

NL - Nitelight MN010
MN020
MN030
MN045
MN090
MN120

IR1
IR2
IR3
N

-
-
-
-
-
-
-
-
-
-

PIR Integral Motion Sensor; 10 seconds delay
PIR Integral Motion Sensor; 20 seconds delay
PIR Integral Motion Sensor; 30 seconds delay
PIR Integral Motion Sensor; 45 seconds delay
PIR Integral Motion Sensor; 90 seconds delay
PIR Integral Motion Sensor; 120 seconds delay
Near IR Remote Door Sensor; 1 Sensor
Near IR Remote Door Sensor; 2 Sensor
Near IR Remote Door Sensor; 3 Sensor
No Sensor

Y
N

-
-
Yes
No

CO
LS

-
-
Corner
Legacy Short

20
24
27
30
35
41
60
A

-
-
-
-
-
-
-
-

2000 K
2400 K
2700 K
3000 K
3500 K
4100 K
6000 K
Amber

15
30

-
-
1.5 W
3.0 W

12"– 84"
2" increments

XX - Custom length (inches)

NOTE:
Max run length of
1.5W = 40.00'
Max run length of
3.0W = 20.00'

CLOSET
RATED
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NITELIGHT TM High Performance LED Fixture

CCT 1.5 W/ft 2.2 W/ft 3.0 W/ft

2000K 92.65 lm/ft 61.62 lm/W 124.66 lm/ft 46.47 lm/W 174.44 lm/ft 62.44 lm/W

2400K 113.67 lm/ft 75.78 lm/W 150.00 lm/ft 68.00 lm/W 230.22 lm/ft 76.74 lm/W

2700K 133.47 lm/ft 88.98 lm/W 154.00 lm/ft 70.00 lm/W 262.59 lm/ft 87.53 lm/W

3000K 134.07 lm/ft 89.38 lm/W 176.00 lm/ft 80.00 lm/W 265.65 lm/ft 88.55 lm/W

3500K 141.31 lm/ft 94.21 lm/W 161.00 lm/ft 73.00 lm/W 276.03 lm/ft 92.01 lm/W

4100K 144.41 lm/ft 96.33 lm/W 157.00 lm/ft 71.00 lm/W 286.77 lm/ft 95.59 lm/W

6000K 140.01 lm/ft 93.34 W 169.00 lm/ft 77.00 lm/W 272.94 lm/ft 90.98 Im/W

NOTE: Stated lumen values have a tolerance of +/- 10%.

Lumen oputut

Functionality (Built-in motion sensor)

Functionality (External door sensor)

* Slowly fades off over three 
seconds after preprogrammed 
dwell time (10, 20, 30, 45, 90 or 
120 second options available).

* Slowly fades on over three 
second.

Sensor

Sensor
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NITELIGHT TM High Performance LED Fixture

Dimensions (PIR Integral Motions Sensor)

NL-MNXX

NL-N

NITELIGHT TM Field of view

0.63"

0.63"

XX"

XX"

NL -MNXX-N = no feed through
NL -MNXX-Y = feed through

0.63"

0.63"

XX"

XX"

NL -N-N = no feed through
NL -N-Y = feed through

MN010 = 10 seconds delay

MN020 = 20 seconds delay

MN030 = 30 seconds delay

MN045 = 45 seconds delay

MN090 = 90 seconds delay

MN0120 = 120 seconds delay

6'

120º

18.00"

18.00"
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NITELIGHT TM High Performance LED Fixture

Dimensions (Near IR Remote Sensor)

NL-IRX

External 
Sensor Unit

3.94 ”
3.94”

(100.00mm)

Sensor

Ø0.59”
Ø0.52”

0.53”
0.55”

1.34”2.28”

90.00 ”

XX.XX”

6.00 ” 6.00”

NL -IRX-N = no feed through
NL -IRX-Y = feed through

PI-Series
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NITELIGHT TM High Performance LED Fixture

Mounting accessories

Corner short channel mounting clip

2.1 Barrel connector splitter Male quick-connect

Flat legacy short channel mounting clip

0.68"

0.56"

0.68"

ORDERING CODE

C H S - C - 1 6 1 6 - M C

Corner channel mounting clip

ORDERING CODE

C O N N . S P

2.1 Barrel connector splitter

ORDERING CODE

L M C

LMC
LMC -70

-
-
13.50" Male quick-connect long
71.00" Male quick-connect long

ORDERING CODE

C H - S M - L E - M C

Flat legacy short channel mounting clip

0.33"

0.79"

Ø 0.16"

0.35"

3.00"

3.00"3.00"

13.50" or 71.00"

0.38"
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NITELIGHT TM High Performance LED Fixture

Compatible Drivers | PI-Series

Models PI -130 PI -160 PI-106-24

A Length 4.50" 4.50" 5.50"

B Width 2.00" 2.00" 2.35"

C Depth 1.25" 1.25" 1.30"

D Power cable length 55.00" 55.00" 55.00"

E Power cord length 55.00" 55.00" 55.00"

Maximum wattage 30 watt 60 watt 96 watt

PI -Series

The PI series are indoor use universal 100 -240V input and 
24 VDC output LED power supplies.

Black plastic casing comes with removable power cord/plug 
and power output cable.

• Class 2

• UL Listed

• Not suitable for dimming 
applications.

• Input voltage: 
100 - 240 VAC

• Output voltage: 
24 VDC

• Safety: 
UL listed, RoHS approved

B
E

D

A

C

Technical information

Ordering code

MODEL POWER OUTPUT

PI – 130 – 24

PI - Plug-in series 130
160
196

-
-
-

30 W
60 W
96 W

24 - 24 VDC



page 7 of 8REV2.2 07162021 www.luminii.com tel: 224-333-6033

NITELIGHT TM High Performance LED Fixture

PI-Series
(Driver)

PI-Series
(Driver)

PI-Series
(Driver)

NL-MNXX-N

NL-MNXX-Y

NL-MNXX-Y CONN.SP NL-MNXX-N

NL-MNXX-N

NL-MNXX-Y (Optional) NL-MNXX-N

2.1 Barrel Connector Splitter

Wiring Diagrams (Near IR Remote Door Sensor)

CONN.SP

NL-IRX-Y

NL-IRX-N

NL-NY (Optional) NL-N-N

NL-N-N

Sensor

External 
Sensor Unit

PI-Series

PI-Series

PI-Series

NL-IRX-N

IR1
IR2

IR3

IR1
IR2

IR3

IR1
IR2

IR3
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NITELIGHT TM High Performance LED Fixture

NITELIGHT TM

NITELIGHT™ is a high performance LED fixture suitable for use in closets, under cabinets, and in shelving. 
The built -in motion sensor activates the light without the need for a wall switch or control system.


