SIW Channels - Installation Instructions
Model SIWS8-, SIW15-, SIW20-

Please read all instructions prior to installation and keep for future reference!

1. Product should be installed by a qualified electrician.

2. Prior to installation ensure power is off at fuse box to prevent electrical shock.

Always wear safety goggles when cutting. If required for
installation cut aluminum extrusion to desired length with hacksaw
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If required to fit the new exirusion length, cut down the Line LED
strip/s in between two rows of solder pads. Always cut line LED
from end without connector/wire leads. Ensure that Line LED strip

Q miter saw that has an appropriate blade for cutting o\uminumj

fits completely inside the extrusion and the solder pads do not
Quch any metal parts to avoid shorting of circuit.
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Mounting for extrusion can be achieved with
screw fasteners or mounting brackets. See both
mounting methods shown left and right.
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Extrusion is not waterproof. If it is to be installed
facing up and in wet locations, drainage holes should
be drilled along the inner corner of the exirusion at
every 12" Drill 1/16" to 1/8" diameter holes before
installing LED strip from step 5.
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*LUMINII RESERVES THE RIGHTS TO CHANGE SPECIFICATIONS WITHOUT NOTICE
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remove paperbacking
from adhesive tape of the
LinelED before installing
into the extrusion

longer runs of exirusion can
be made by placing aluminum
exirusions end to end

Ensure aluminum extrusion is clean from dust before taping the
LinelED strip/s. If necessary wipe exirusion and let dry before
installing. Gently push LinelED onto aluminum extrusion and ™\

Qhen install endcaps at both ends.
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Size polycarbonate diffuser lens by cutting to

appropriate length to fit aluminum extrusion.
Install lens by snapping into aluminum extrusion.
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If extrusion is to be installed facing up in wet
locations, apply silicone to edges of endcaps
and lens before installing them onto extrusion.
Remove the protective film from the lens.
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Ensure power is off to power supply!

Also ensure the correct (wattage and voltage) power
supply is used to power Line LED. Then proceed to
connect Line LED wires from exirusion to power supply.
For more information please refer to power supply an
Line LED wiring instructions.
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