
HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number:

NAME: SMA-24-30K-SO-L-BK TYPE: WEIGHT:N/A

SPECIFICATION: DIMENSION: 21 IN SERIAL No.:N/A

MANUFACTURER: Address:
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DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

up(%)

down(%)

Effictive Flux(lm)

η

η

S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

6

24

314.4

1

24.0

286.3

100.0

314.44

56.3

1.1

98.9

287.5

1.00

0.75

24.00

0.232

5.590

1.000

0.193

Test System:HOPOO Test Set: 5.0deg/s C-Gamma (TYPE C)
Temperature:22DEG Humidity:44%

Test Distance:8.367 mOperators:
Test Date:04-05-2023 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

AVERAGE AND CENTER E Figure

Report number:

NAME: SMA-24-30K-SO-L-BK TYPE: WEIGHT:N/A

SPECIFICATION: DIMENSION: 21 IN SERIAL No.:N/A

MANUFACTURER: Address:

1.50m
147.35cm85.21lx 127.29lx

2.00m
196.47cm47.93lx 71.60lx

4.00m
392.94cm11.98lx 17.90lx

4.50m
442.06cm9.47lx 14.14lx

6.00m
589.41cm5.33lx 7.96lx

Height AVR E CENTER E Diameter

Angle:52.3deg

Test System:HOPOO Test Set: 5.0deg/s C-Gamma (TYPE C)
Temperature:22DEG Humidity:44%

Test Distance:8.367 mOperators:
Test Date:04-05-2023 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

ZONAL FLUX DIAGRAM

Report number:

NAME: SMA-24-30K-SO-L-BK TYPE: WEIGHT:N/A

SPECIFICATION: DIMENSION: 21 IN SERIAL No.:N/A

MANUFACTURER: Address:

 γ

5.0 0- 5
10.0 5- 10
15.0 10- 15
20.0 15- 20
25.0 20- 25
30.0 25- 30
35.0 30- 35
40.0 35- 40
45.0 40- 45
50.0 45- 50
55.0 50- 55
60.0 55- 60
65.0 60- 65
70.0 65- 70
75.0 70- 75
80.0 75- 80
85.0 80- 85
90.0 85- 90
95.0 90- 95

100.0 95-100
105.0 100-105
110.0 105-110
115.0 110-115
120.0 115-120
125.0 120-125
130.0 125-130
135.0 130-135
140.0 135-140
145.0 140-145
150.0 145-150
155.0 150-155
160.0 155-160
165.0 160-165
170.0 165-170
175.0 170-175
180.0 175-180

C0 C45 C90 C135 C180 C225 C270 C315 zone total  γ Φ Φ

DEG LUMINOUS INTENSITY:cd UNIT:lm

282.2 277.1 272.8 272.5 281.0 279.5 279.7 278.4 6.688 6.688
271.2 263.0 256.5 258.4 269.9 268.7 271.2 269.1 19.42 26.11
252.5 238.6 223.3 236.3 255.3 252.0 254.8 251.6 30.31 56.43
231.8 204.8 175.0 203.8 235.6 227.4 220.3 225.7 37.98 94.41
207.7 164.9 131.8 164.0 212.1 192.3 172.9 190.8 41.28 135.7
174.5 127.1 96.46 127.0 181.3 154.2 130.7 153.2 40.43 176.1
137.7 91.67 68.04 93.07 148.9 118.1 97.30 116.2 36.56 212.7
98.98 62.62 46.76 64.86 110.5 84.49 69.79 82.32 30.41 243.1
65.73 40.46 30.73 42.28 74.76 57.61 49.42 55.48 23.30 266.4
42.91 25.83 19.53 27.05 47.04 37.45 33.95 35.91 16.72 283.1
27.79 16.10 10.85 16.76 29.61 23.80 22.47 22.92 11.50 294.6
17.57 9.240 4.410 9.625 18.20 14.73 13.37 14.14 7.553 302.2
10.01 4.375 1.050 4.585 9.940 8.225 6.580 7.700 4.481 306.6
3.360 1.540 0.280 1.715 3.710 3.710 2.940 3.290 2.206 308.8
2.170 0.735 0 0.735 0.560 1.330 2.030 1.085 0.845 309.7
1.750 0.630 0 0.595 0.210 0.805 1.470 0.770 0.469 310.2
1.470 0.525 0 0.490 0.140 0.700 1.190 0.665 0.372 310.5
1.260 0.455 0 0.420 0.070 0.630 0.980 0.525 0.316 310.8
1.120 0.385 0 0.420 0.070 0.525 0.840 0.455 0.278 311.1
1.050 0.385 0 0.385 0.140 0.490 0.770 0.455 0.252 311.4
0.980 0.315 0 0.315 0.140 0.455 0.700 0.385 0.227 311.6
0.910 0.315 0 0.280 0.210 0.420 0.700 0.385 0.208 311.8
0.910 0.280 0 0.280 0.280 0.420 0.630 0.350 0.193 312.0
0.840 0.350 0 0.280 0.420 0.420 0.630 0.385 0.184 312.2
0.910 0.350 0 0.280 0.490 0.490 0.630 0.420 0.184 312.4
0.910 0.385 0 0.350 0.630 0.525 0.630 0.525 0.195 312.6
0.910 0.455 0.140 0.420 0.770 0.630 0.700 0.560 0.207 312.8
1.050 0.595 0.210 0.490 0.910 0.735 0.770 0.665 0.224 313.0
1.120 0.665 0.350 0.595 1.050 0.875 0.910 0.770 0.239 313.2
1.190 0.770 0.490 0.700 1.190 0.980 0.980 0.875 0.243 313.5
1.330 0.875 0.630 0.805 1.330 1.085 1.120 1.015 0.236 313.7
1.400 0.980 0.840 0.945 1.470 1.190 1.260 1.085 0.220 313.9
1.470 1.120 0.910 1.050 1.540 1.260 1.330 1.155 0.189 314.1
1.540 1.190 1.050 1.085 1.610 1.295 1.400 1.225 0.146 314.3
1.610 1.260 1.190 1.225 1.680 1.330 1.470 1.260 0.093 314.4
1.610 1.330 1.260 1.260 1.820 1.330 1.470 1.295 0.032 314.4

Test System:HOPOO Test Set: 5.0deg/s C-Gamma (TYPE C)
Temperature:22DEG Humidity:44%

Test Distance:8.367 mOperators:
Test Date:04-05-2023 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOCANDELA DIAGRAM

Report number:

NAME: SMA-24-30K-SO-L-BK TYPE: WEIGHT:N/A

SPECIFICATION: DIMENSION: 21 IN SERIAL No.:N/A

MANUFACTURER: Address:
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Test System:HOPOO Test Set: 5.0deg/s C-Gamma (TYPE C)
Temperature:22DEG Humidity:44%

Test Distance:8.367 mOperators:
Test Date:04-05-2023 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOLUX DIAGRAM

Report number:

NAME: SMA-24-30K-SO-L-BK TYPE: WEIGHT:N/A

SPECIFICATION: DIMENSION: 21 IN SERIAL No.:N/A

MANUFACTURER: Address:

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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Test System:HOPOO Test Set: 5.0deg/s C-Gamma (TYPE C)
Temperature:22DEG Humidity:44%

Test Distance:8.367 mOperators:
Test Date:04-05-2023 Remarks:
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HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number:

NAME: SMA-24-30K-SO-L-BK TYPE: WEIGHT:N/A

SPECIFICATION: DIMENSION: 21 IN SERIAL No.:N/A

MANUFACTURER: Address:

(DEG)γ

C(DEG)
UNIT: cd

0

0.0 286
5.0 282
10.0 271
15.0 253
20.0 232
25.0 208
30.0 175
35.0 138
40.0 98.9
45.0 65.7
50.0 42.9
55.0 27.7
60.0 17.5
65.0 10.0
70.0 3.36
75.0 2.17
80.0 1.75
85.0 1.47
90.0 1.26
95.0 1.12
100.0 1.05
105.0 0.98
110.0 0.91
115.0 0.91
120.0 0.84
125.0 0.91
130.0 0.91
135.0 0.91
140.0 1.05
145.0 1.12
150.0 1.19
155.0 1.33
160.0 1.40
165.0 1.47
170.0 1.54
175.0 1.61
180.0 1.61

30

284
278
264
242
215
181
143
104
71.0
45.7
28.9
17.9
10.2
5.04
1.12
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.07
0.14
0.21
0.28
0.42
0.56
0.63
0.77
0.91
1.05
1.12
1.19
1.33

60

282
277
262
236
194
149
111
79.1
54.1
35.2
22.7
14.2
8.19
3.71
1.96
1.47
1.26
1.05
0.91
0.77
0.77
0.63
0.63
0.56
0.63
0.56
0.56
0.63
0.77
0.77
0.91
0.98
1.05
1.19
1.26
1.33
1.33

90

280
273
257
223
175
132
96.4
68.0
46.7
30.7
19.5
10.8
4.41
1.05
0.28
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.14
0.21
0.35
0.49
0.63
0.84
0.91
1.05
1.19
1.26

120

280
274
259
234
194
149
112
79.5
55.1
35.9
23.3
14.7
8.33
3.85
2.03
1.47
1.19
0.98
0.84
0.84
0.77
0.63
0.56
0.56
0.56
0.56
0.56
0.63
0.70
0.77
0.84
0.91
1.05
1.12
1.19
1.33
1.33

150

280
271
258
239
214
179
142
107
74.5
48.5
30.8
18.7
10.9
5.32
1.40
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.14
0.21
0.28
0.42
0.56
0.70
0.84
0.98
0.98
1.12
1.19

180

286
281
270
255
236
212
181
149
111
74.7
47.0
29.6
18.2
9.94
3.71
0.56
0.21
0.14
0.07
0.07
0.14
0.14
0.21
0.28
0.42
0.49
0.63
0.77
0.91
1.05
1.19
1.33
1.47
1.54
1.61
1.68
1.82

210

284
280
270
255
235
209
176
139
101
69.5
45.5
29.3
18.6
11.2
5.95
2.45
1.61
1.40
1.26
1.05
0.98
0.91
0.84
0.84
0.84
0.91
0.91
0.98
1.05
1.19
1.26
1.33
1.40
1.47
1.47
1.47
1.40

240

282
279
267
249
220
175
133
97.3
67.6
45.6
29.3
18.2
10.7
5.18
1.47
0.21
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.07
0.14
0.28
0.42
0.56
0.70
0.84
0.98
1.05
1.12
1.19
1.26

270

280
280
271
255
220
173
131
97.3
69.7
49.4
33.9
22.4
13.3
6.58
2.94
2.03
1.47
1.19
0.98
0.84
0.77
0.70
0.70
0.63
0.63
0.63
0.63
0.70
0.77
0.91
0.98
1.12
1.26
1.33
1.40
1.47
1.47

300

280
278
268
250
220
174
132
96.8
67.3
45.2
28.7
18.0
10.5
4.83
1.26
0.14
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.07
0.14
0.21
0.35
0.49
0.63
0.84
0.91
0.98
1.05
1.12
1.19

330

280
279
270
253
231
207
175
136
97.3
65.6
43.0
27.7
17.7
10.5
5.32
2.03
1.54
1.33
1.05
0.91
0.91
0.77
0.77
0.70
0.77
0.77
0.91
0.91
0.98
1.05
1.12
1.19
1.26
1.33
1.40
1.40
1.40

Test System:HOPOO Test Set: 5.0deg/s C-Gamma (TYPE C)
Temperature:22DEG Humidity:44%

Test Distance:8.367 mOperators:
Test Date:04-05-2023 Remarks:
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