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Stenos Linear Downlight Micro Optic Family

Ordering Code | Linear Downlight

MODEL LENGTH CCT OUTPUT OPTIC FINISH

- - - - -

SD - Stenos Linear 
Downlight

3
5

12

-
-
-

2.9"
5.3"
12.3"

27K
30K
35K
40K

-
-
-
-

2700K
3000K
3500K
4000K

SO - Standard 15
LV15
LV30
LV60

-
-
-
-

15° Optic
15° Louver1

30° Optic and Louver1

60° Optic and louver1

BK
WH

-
-
Black
White

1 - Louvers reduce glare while maintaining 95% of CBCP. Use a 0.6 multiplier for lumen output.

Ordering Code | Linear Downlight Accessories

MODEL ACCESSORY SIZE FINISH

- - -

SAC-Stenos 
Accessory

LV15
LV30
LV60

-
-
-

15° Louver
30° Optic and Louver
60° Optic and louver

3
5

12

-
-
-

2.9" Linear Downlight
5.3" Linear Downlight
12.3" Linear Downlight

BK
WH

-
-
Black
White

TYPE Stenos

OUTPUT OPTIONS (15° Optic) 3 5 12

Lumen Output (3000K) 250 lm 520 lm 1260 lm

Power Consumption 2.6 W 5.4 W 13.0 W

Efficacy (lm/W) 96 96 96

Center Beam Intensity
(CBCP)

1500 3100 7700

CCT Multiplier
(ref. - 3000K)

TM-30

CRI Rf Rg R9

2700K 0.96 93 92 100 62

3000K 1.00 94 92 100 66

3500K 1.01 95 92 100 74

4000K 1.03 93 91 101 79

Linear Downlight Features

•	 Flawless beam quality from a unique micro-linear form factor
•	 Narrow 15° TIR native beam is aimable +/- 30°
•	 Louvers available for 15°, 30°, and 60° beams
•	 Snap-on optics available to easily adjust beam angle in the field
•	 Available in three sizes and outputs, four CCTs
•	 IC Rated

Black Painted White Painted

Finish Options

Technical Information

Profile Dimensions

5.29"

1.05"

2.94"

12.31"

1.05"

1.05"

3” Linear Downlight

12” Linear Downlight

5” Linear Downlight

0.83"

0.14"

1.95"

Louver shown in grey
+/- 30° tilt +/- 30° tilt

0.83"

1.95"

5” Linear Downlight shown with Louver

3” Linear Downlight shown
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Stenos Linear Downlight Micro Optic Family

2.71 " 5.05"

0.83"

1.95"

12.08"

Linear Downlight Dimensions

SD-3 SD-5

SD-12

Installation Methods

Plaster Frame Bar Hanger Plate
•	 Galvanized steel construction with cut-out
•	 Hanger Bars included with PF, extendable from 14.2” to 26.0”

Remodel Install Plates
•	 Precision cutout to aid remodel installation

0.9"0.9"

1.4"1.4"

12.7"

14.2”– 26" 15.2"

8.6"
2.8"2.8"

2.8"2.8"

17.6"

12.1"

0.87"0.87"12.2"15.1"

14.2– 26"

1.4"1.4"

2.8"2.8"
8.6"

0.9"0.9"

15.2"

1.4"1.4"

14.2”– 26"

12.7"
5.1"5.1"

PF-SD-3 
New Construction Pan/Plaster Frame, 3” 

IP-SD-3 
Remodel Cut-Out Template, 3” 

IP-SD-5 
Remodel Cut-Out Template, 5” 

IP-SD-12 
Remodel Cut-Out Template, 12” 

PF-SD-5 
New Construction Pan/Plaster Frame, 5” 

PF-SD-12 
New Construction Pan/Plaster Frame, 12” 

6.30"

0.87"

2.56"

2.76"

8.66"

0.87"

2.56"

5.08"

15.35"

0.87"

2.56"

12.15"
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Stenos Linear Downlight Micro Optic Family

Photometry

15° Optic

0

30

60

90

120

150-150

-120

-90

-60

-30

C0/180
C90/270

3306

2645

1984

1322

661

0

15° Optic and Louver

0

30

60

90

120

150-150

-120

-90

-60

-30

C0/180
C90/270

3036

2428

1821

1214

607

0

30° Optic and Louver

0

30

60

90

120

150-150

-120

-90

-60

-30

C0/180
C90/270

1104

883

663

442

221

0

60° Optic and Louver

0

30

60

90

120

150-150

-120

-90

-60

-30

C0/180
C90/270

333

266

200

133

67

0

SD-5-30K-SO-15-BK/WH

SD-5-30K-SO-LV15-BK/WH

SD-5-30K-SO-LV30-BK/WH

SD-5-30K-SO-LV60-BK/WH

SAC-LV15-5-BK/WH

SAC-LV30-5-BK/WH

SAC-LV60-5-BK/WH
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Stenos Track System

TM-30-15-Data

27K CCT

35K CCT 40K CCT

30K CCT

Graphic Shifts (%)

Hue Bin Rf Chroma Hue

1 90.8 -4.5% -0.8%
2 92.1 -3.1% 2.5%
3 89.3 -1.0% 4.9%
4 93.4 0.6% 3.0%
5 95.1 2.3% 3.0%
6 94.1 3.2% -0.2%
7 92.7 0.3% -3.8%
8 96.9 0.3% -1.7%
9 95.9 -1.8% -0.6%

10 93.8 -1.6% 2.7%
11 91.1 0.0% 5.4%
12 89.9 3.9% 0.6%
13 91.3 3.3% -4.7%
14 88.1 3.6% -7.9%
15 91.2 -0.4% -4.9%
16 86.5 -2.6% -9.0%

Graphic Shifts (%)

Hue Bin Rf Chroma Hue

1 93.3 -3.0% -0.7 %
2 95.0 -2.1 % 1.2 %
3 91.9 -0.8 % 3.5 %
4 94.2 -0.5 % 2.3 %
5 93.7 -0.7 % 2.1 %
6 95.6 2.2 % 0.4 %
7 96.4 -0.5 % -0.8 %
8 97.1 -0.7 % -0.1 %
9 95.0 -1.7 % 2.0 %

10 90.1 -2.0 % 5.5 %
11 86.8 1.9 % 7.8 %
12 89.5 4.0 % 3.3 %
13 94.3 2.9 % -1.4 %
14 90.2 5.4 % -4.5 %
15 91.3 1.5 % -5.0 %
16 88.7 0.4 % -6.4 %

Graphic Shifts (%)

Hue Bin Rf Chroma Hue

1 93.5 -2.5% -1.3%
2 95.5 -2.0% 0.7%
3 91.2 -1.2% 3.8%
4 92.9 -0.5% 3.2%
5 92.2 0.2% 2.6%
6 95.2 2.6% 0.3%
7 96.7 -0.1% -1.4%
8 94.8 -1.5% -0.8%
9 93.5 -2.7% 2.2%

10 88.6 -3.3% 5.4%
11 84.4 1.4% 9.4%
12 86.8 3.4% 5.8%
13 92.5 4.7% 0.3%
14 93.3 4.6% -0.5%
15 89.8 3.3% -5.9%
16 87.7 1.6% -7.1%

Graphic Shifts (%)

Hue Bin Rf Chroma Hue

1 91.8 -3.9% -1.0%
2 93.2 -2.9% 1.9%
3 90.2 -1.1% 4.4%
4 93.9 0.5% 3.1%
5 94.2 0.5% 2.7%
6 94.7 2.8% 0.1%
7 93.9 0.0% -2.9%
8 97.6 -0.0% -1.4%
9 95.6 -1.9% 0.6%

10 91.7 -2.2% 3.4%
11 88.9 0.2% 6.7%
12 90.9 4.6% 1.3%
13 93.0 3.1% -2.8%
14 89.2 4.4% -6.3%
15 90.0 0.4% -5.8%
16 87.2 -0.8% -9.1%

Color Vector Graphic

Color Vector Graphic Color Vector Graphic

Color Vector Graphic

Test
Reference

Test
Reference

Test
Reference

Test
Reference
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Stenos Linear Downlight Micro Optic Family

(left to right)
Stenos Recessed Trimless Track
Stenos Recessed Trimmed Track
Stenos Surface Mount Track
Stenos Suspended Track

Stenos Directional Module Stenos Directional Module
with Louver

Stenos Ambient Module Stenos Ambient Module
with Louver
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Power Supplies
See Power Supply instructions and spec sheet for wiring information. For a complete list of compatible dimmers, see Compatible Dimming Chart on the Resources page.

MODELS
PDCU-W

96W
PDCU-W
3X96W

PDCU-D
30W

PDCU-D
60W

PDCU-D
96W

PDCU-D
3X96W

Length 8.66" 11.85" 6.10" 7.93" 8.25" 9.57"

Width 3.73" 4.32" 3.35" 3.35" 4.10" 5.94"

Depth 1.61" 1.81" 1.33 1.32" 1.56" 1.13"

Universal Power Supply 1% 120VAC - 277VAC 

MODEL POWER OUTPUT

- -

PDCU-D - IP20 Dry Series 30
60
96

3X96

-
-
-
-

30 W
60 W
96 W
3X96 W

24 - 24 VDC

PDCU-W - IP66 Wet Series 96
3X96

-
-

96 W
3X96 W

0-10V dims down to 1%, MLV/ELV/TRIAC dims down to 1%.  
For a complete list of compatible dimmers, see Compatible Dimming Chart on 
the Resources page.

0-10V Dimming Power Supplies 0.1% 120VAC - 277VAC

MODEL POWER OUTPUT DIMMING

- - -

PS010V - 0-10V Power Supply
dims down to 0.1%

96
3X96

-
-
96 Watt
3 X 96 Watt

24 - 24 VDC LIN
LOG

-
-
Linear
Logarithmic

MODELS 96W 3X96

Length 14.40" 15.75"

Width 5.20" 6.62"

Depth 2.60" 4.95"

Triac, MLV, & ELV Compatible Dimmers

MODEL POWER OUTPUT

- -

PDC - (IP20) Power 
Supply

96 - 96 Watts 24 - 24 VDC

MODELS 96W

Length 8.25"

Width 4.10"

Depth 1.56"

24V DC+

24V DC-

LineLED

Load
Ground
Neutral

PDCU-W/PDCU-D

DIM +

DIM -

To 0-10V Dimmer
(if applicable)

LineLED

24V DC+

24V DC-

DIM +

DIM -

+-

OUTPUT
0-10 controller wires to the next LED Driver

To 0-10v Dimmer
(if applicable)

PS010V-96

Load
Ground
Neutral

PS010V-3X96

LineLED

LineLED

96W Max 
per terminal

24V DC+

24V DC-

24V DC+

24V DC-

24V DC+

24V DC-

Load
Ground
Neutral

+

-

OUTPUT
0-10 controller wires
to the next LED Driver

INPUT
120 - 277VAC

DIM +

DIM -

To 0-10v Dimmer
(if applicable)

24V DC+

24V DC-

LineLED

Load
Ground
Neutral

PDC

To 0-10V Dimmer
(if applicable)

Stenos Linear Downlight Micro Optic Family
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Power Supplies
See Power Supply instructions and spec sheet for wiring information. For a complete list of compatible dimmers, see Compatible Dimming Chart on the Resources page.

Enlighted Enabled Dimming Power Supplies 120VAC - 277VAC

MODEL POWER OUTPUT DIMMING LOCATION

- - - -

PSV - PSV Series 96 - 96 Watt 24 - 24 VDC ENL - Enlighted Dimming 
dims down to 0%            

D - Damp

Model 96W

Length 14.40"

Width 5.20"

Depth 2.60"

DMX Dimming Power Supplies 120VAC - 277VAC

MODEL POWER OUTPUT

- -

PSDMX - DMX Power Supply 
dims down to 0%

96
3X96

-
-
96 Watt
3 X 96 Watt

24 - 24 VDC

Features eldoLED’s LINEARdrive configurable dimmable drivers

MODELS 96W 3X96

Length 14.40" 15.75"

Width 5.20" 6.62"

Depth 2.60" 4.95"

DALI 0% Dimming Power Supplies 120VAC - 277VAC

MODEL POWER OUTPUT

- -

PSDALI - DALI Power Supply
dims down to 0%

96
3X96

-
-
96 Watt
3 X 96 Watt

24 - 24 VDC

Features eldoLED’s LINEARdrive configurable dimmable drivers

Model 96W 3X96

Length 14.40" 15.75"

Width 5.20" 6.62"

Depth 2.60" 4.95"

D-

GND

RGBW 96 W max

Load
Ground
Neutral

DMX cables
(For DMX cable,
use Belden 9829,

9842 or CAT5
shielded twisted

pair cabling
or equivalent)

to the next
LED Driver

INPUT
120 - 277VAC

D+

+ R G B W

To Controller

PSDMX-96

Dynamic white lineLED+

WW

CW

DMX cables

 

(For DMX cable, use 
Belden 9829, 9842 

or CAT5 shielded 
twisted pair cabling or 

equivalent)

Load
Ground
Neutral

INPUT
120 - 277VAC

D-
D+

GND

to the next
LED Driver

To Controller

96 W max per terminal block

RGBW

lineLED

+

R
G
B
W

PSDMX-3X96

+

-

Load
Ground
Neutral

120 - 277VAC

PSDALI-96

lineLED 96 W max

24V DC+

24V DC-

OUTPUT
Dali controller wires

to the next LED Driver

To Dali
controller

INPUT

LineLED

LineLED

96W Max 
per terminal

24V DC+

24V DC-

24V DC+

24V DC-

24V DC+

24V DC-

Load
Ground
Neutral

+

-

INPUT
120 - 277VAC

DIM +

DIM -

OUTPUT
Dali controller wires

to the next LED Driver

To Dali
controller

PSDALI-3X96

lineLED 96 W max

Enlighted
Sensor Unit

24V DC+

24V DC-

Load
Ground
Neutral

PSV-96-24-ENL-D

Stenos Linear Downlight Micro Optic Family
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Non-Dimming Power Supply 120VAC - 277VAC

MODEL POWER OUTPUT DIMMING LOCATION

- - - -

PSV - PSV Series 96 - 96 Watt 24 - 24 VDC U2ND - Non Dimming D - Damp

MODELS 96W

Length 14.40"

Width 5.20"

Depth 2.60"

MODELS L3D0

Length 10.50"

Width 5.50"

Depth 2.00"

MODELS LTEA41UKL-CV240 L3DA4U1UKL-CV240

Length 4.89" 4.98"

Width 4.00" 4.00"

Depth 2.62" 2.62"

MODEL

LTEA4U1UKL -CV240

Lutron - Hi-lume™ 1% 2-wire LED Driver
40W max

(120V forward phase only)

MODEL

L3DA4U1UKL-CV240

Hi-lume™ 1% EcoSystem Voltage LED driver
40W max

Luminii is a Lutron OEM Advantage Partner 

Lutron Power Supplies 1%

MODEL

L3D0-96W24V-U

Hi-lume™ 0.1% EcoSystem Voltage LED Driver with Soft-On, Fade-to-Black™
96W max

Luminii is a Lutron OEM Advantage Partner 

Lutron Power Supplies 0.1%

In-Ground Power Supplies

MODEL POWER OUTPUT INPUT

- - - -

IG - In ground CVE Series CVE
DALI

-
-
ELV Dimming
eldoLED Dali 
dimming

96X2 - 2 X 96 Watt 24 - 24 VDC Blank
277

-
-
120 V
240/277 V

Both dims down to 0%

MODELS
Dual 

Circuit

Length 8.40"

Width 8.30"

Depth 8.10"

Power Supplies
See Power Supply instructions and spec sheet for wiring information. For a complete list of compatible dimmers, see Compatible Dimming Chart on the Resources page.

120 - 277VAC

lineLED 96 W max
24V DC+

24V DC-

Load
Ground
Neutral

PSV-96-24-ND-D

120 - 277VAC

To on/off Switch

INPUT

E1
(Purple)

E2
(Purple)

To EcoSystem
Digital Link

Load

Ground

Neutral

24V DC+

24V DC-

L3DA4U1UKL-CV240

LineLED

To 2-wire 
dimmer

Load

Ground

Neutral

24V DC+

24V DC-

LTEA4U1UKL-CV240

LineLED

To 2-wire 
dimmer

Load

Ground
Neutral

24V DC+

24V DC-

LineLED

E1
(Purple)

E2
(Purple)

To EcoSystem
Digital Link

L3D0-96W24V-U

lineLED 96 W max

24V DC+24V DC-

IG-CVE-96X2-24
Load

Neutral

LINE VOLTAGE INPUT
120V AC

(if applicable)

Stenos Linear Downlight Micro Optic Family


